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NOTE: z
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CURB OPENING SHOULD NOT ENCROACH ON CROSSWALK AREAS. INLETS SHALL BE CONSTRUCTED
RE INFORCED CONCRETE (MIX. NO.2). SIZE. TYPE & DIRECTION OF INLET CONNECTION WILL .
VARY TO SUIT CONDITIONS. REINFORCEMENT REOUIRED ON OUTSIDE. AS WELL AS ON INSIDE ©
WALL WHEN “A“ IS GREATER THAN 7'-0". SPACING. SAME AS FOR INSIDE OF WALL. PLACE E .
MATERIAL (SAME TYPE APPROVED FOR PAVEMENT) AS INDICATED. LADDER RUNGS SHALL "
BE IN ACCORDANCE WITH STD. MD-383.91 AND MD-383.92 OR AS DIRECTED BY 1
THE ENGINEER. ANGLES & ANCHOR BOLTS TO BE GALVANIZED IN ACCORDANCE WITH .
ASTM A 123, AFTER WELDING. INLET DEPTH MUST BE INCREASED WHEN b
PIPES LARGER THAN 18: ARE USED UNDER THE TROUGH SECTIONS.
THIS STANDARD
TO BE USED WITH
TYPE A CURB ONLY
INVERT TO SLOPE 2“ PER FOOT
TOWARD OUTLET OR AS DIRECTED

# THIS DIMENSION TO BE MAINTAINED FOR ALL STANDARD COS INLETS.
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